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Pressed
Pulp

Pressed Pulp

126,000.0 kg/h
70.0 °C

100.00% H2O

375,000.0 kg/h
15.0 °C

24.00% TDM
88.72% Purity

4,000 CU

Cossettes

Makeup
Water

444,337.5 kg/h
29.3 °C

16.43% TDM
16.43% DS

88.87% Purity
3,947 CU

Diffusion Juice

87,400.0 kg/h
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R

5,136.6 kg/h
2,206.40 kPa

200.0 °C
100.00% H2O

R

R

85,778.1 kg/h
3,000.00 kPa

300.0 °C

Boiler Steam
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Steam Users
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Cond. Cond.
Cond.

89,002.5 kg/h
100.9 °C

68.00% TDM
68.00% DS

90.54% Purity
2,581 CU

Thick 
Juice

0

1

 500

R

Cold Water

Warm Water

1

0
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LC 402

Flash Vapor

Condensate

Thin Juice
386,720.0 kg/h

350.00 kPa
125.0 °C

15.65% TDM
15.65% DS

90.54% Purity
2,350 CU
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Dried Pulp

Condensate

LC 355

P

Condensate

356,964.0 kg/h
313.22 kPa

135.4 °C
16.95% DS

90.54% Purity
2,350 CU

18,790.9 kg/h
9.54% H2O

380.00 kPa
170.1 °C

5,000.0 kg/h
87.77 kPa
100.9 °C


	Page-1�

